Linde Material Handling

DIESEL AND LPG FORKLIFT TRUCKS

H40D | T EVO, H45D | T EVO H50D |
T EVO H50D/T 600 EVO

8,000 - 11,000 LBS. Capacity
Series 394

— This truck features the exclusive Linde ProtectorFrame overhead guard and frame system that
offers unparalleled protection for the driver.

— Advanced engine and drive technology combined with the original Linde Load Control
system enable the operator to utilize the truck’s vast potential for greatest productivity.

— A comfortable operator is a productive and safe operator.

— The longest maintenance intervals in the industry are just one result of applied know-how
and engineering.



STANDARD & OPTIONAL EQUIPMENT

STANDARD

Linde dual pedal travel control

Linde Load Control (LLC)

High comfort, fully adjustable suspension
seat

Tilt / telescopic steering column

Low effort power steering

Linde operator protector frame
High-performance hydraulic filters

3-way regulated catalytic converter (LPG
engine)

EPA tier 4 final compliant (diesel)

Linde variable displacement piston pump
for working hydraulic system

Load backrest (LBR)

Comprehensive, anti-glare display
Overhead tilt cylinders

Headlights

Zero maintenance mast and tilt cylinder
mounting

3-function hydraulic control valve with
“finger-tip control” handles and armrest
with storage compartment

Ultra sonic fuel level indicator (LP)

Linde engine protection system (LEPS)
Linde curve assist

OPTIONAL

Single pedal travel control

Simple, dual and triple masts and carriages
Hang-on sideshifter

Various special fork sizes

Integrated sideshifter

Additional hydraulic functions

Tilt memory

Variety of operator cabs

Cab heater, defroster

Air conditioning

Cab / overhead guard protection kits
Additional lighting (LED, etc.)

Back-up alarm

Special packages; recycling, foundry, etc
Tire options; twin, radial, pneumatic
Reduced speed settings

Mirrors
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SERIES 394 TECHNICAL DATA

June 2020

Technical Data

SERIES 394  (H40 D/T)
1.1 Manufacturer
%) 1.2 Model designation H40D H40T
= 1.3 Power unit: diesel Diesel LP
= 1.4 Operation: rider seated Rider seated
% 1.5 Load capacity Q (Ib) 8000 8000
_,E 1.6  Load center c(in) 24 24
B 1.8 Load distance (center of drive axle to fork face) X (in) 19.02 19.02
1.9 Wheelbase y (in) 78.7 78.7
=) 2.1 Service weight (Ib) 12665 12665
% 2.2 Axleloading with load, front/rear (Ib) 18197 / 2468 18197 / 2468
=8 23 Axleloading without load, front/rear (Ib) 5820 / 6845 5820 / 6845
3.1 Tiretype- front/rear: SE (solid pneumatic) SE!
= 3.2 Tiresize: front (in) 250-15
8.8 3.3 Tiresize:rear (in) 250-15
=8 3.5 Wheels: number front/rear (x = driven) 2%x/2
B 3.6 Track width, front b10 (in) 48.072 48.072
= EEW Track width, rear b11 (in) 4417 4417
4.1 Mast/fork carriage tilt: forward/back a/b(°) 5.0/9.0 5.0/9.0
4.2 Height of mast lowered h1(in) See mast table
4.3 Freelift h2 (in) See mast table
4.4 Lift h3 (in) See mast table
4.5  Height of mast extended (includes LBR) h4 (in) h3 +48”"
4.7  Height of overhead guard/cab hé (in) 93.823 93.823
4.8  Height of seat h7 (in) 483 483
Gl 4.12 Height of tow coupling h10 (in) 2T Al
= 4.19  Overall length with 42" forks 11 (in) 159.48 159.48
5l 420  Lengthtofork face 12 (in) 117.48% 117.48¢
=8 4.21 Overall width, front/rear b1/b2 (in) 56.93°/56.02 56.93°/56.02
=8 4122 Forkdimensions s/e/I(in) 2/42/5 2/42/5
4.23  Fork carriage: class Class 3 Class 3
4.24  Width of fork carriage b3 (in) 53.1 53.1
4.31  Ground clearance under mast, with load m1 (in) 6.2 6.2
432  Ground clearance, center of wheelbase m2 (in) 7.9 7.9
4.33  Aisle width with 48" load Ast (in) 179.33¢ 179.33¢
434 Aisle width, with other load lengths Ast (in) 123.43% 123.438
4.35  Outer turning radius Wa (in) 105.2 105.2
5.1 Travel speed, with /without load (mph) 13/13 13/13
ofl 5.2 Lifting speed, with/without load (fpm) 1043 /110 1043 /110
= 5.3 Lowering speed, with/without load (fpm) 112 /102 112 /102
E 5.6  Max. tractive force, with /without load (Ibf) 6416 / 4624 6416 /4756
s 5.8  Max. climbing ability, with/without load (%) 29/34 28 /33
=S 59 Acceleration, with/without load (sec) 5.7/4.8 56/4.8
5.10  Service brake Hydrostatic
W /.1 Engine manufacturer/type D24 VW / CWTL
#=8 7.2 Enginerating (hp) 75 70
ISl 73 Ratedspeed (rpm) 2300 2300
7.4 Number of cylinders/Engine displacement (cuinches) 4/146 6/ 220
8.1  Traction control Hydrostatic
8.2 Working pressure for attachments (psi) 2465 2465
8.3  Oil flow attachments (gpm) 12.7 12.7
8.4  Noise level at driver's ear (dB) 78 77
Footnotes

1 Optional tires available
259.02 with twin tires

3 Add 2" with top wiper
4Add fork orload length

5 Add 21.93" for twin front tires

70 mph to maximum speed

$Including 48" load or forks, and 8" operational clearance

8Add load length, add operational clearance

NOTICE: Products are subject to change without notice. Our products are continuously being improved, all conditions, terms, and specifications are subject to change at any time.
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SERIES 394 (H45D/T,H50 D/T, H50 D/T-600)

Linde Linde Linde 1.1

H45D H45T H50D H50T H50D 600 H50T 600 1.2

Diesel LP Diesel LP Diesel LP 1.3

Rider seated Rider seated Rider seated 1.4

9000 9000 10000 10000 11000 11000 1.5

24 24 24 24 24 24 1.6

20.67 20.67 21.06 21.06 21.10 21.10 1.8

80.2 80.2 81.8 81.8 81.9 81.9 1.9

13977 13977 14506 14506 15283 15690 2.1

20168 /2809 20168 / 2809 21862 / 2645 21862 / 2645 23364 /2919 21862 / 2645 2.2

6155 /7822 6155 / 7822 6349 / 8157 6349 /8157 6355 /8927 6349 /8157 73

SE! SE SE! 3.1

300-15 300-15 300-15 597)

250-15 250-15 250-15 3.3

2x/2 2%/2 2%/2 35

46.852 46.85? 46.85? 46.852 46.852 46.85% 3.6

4417 4417 4417 4417 4417 4417 357

5.0/9.0 5.0/9.0 5.0/9.0 50/9.0 5.0/9.0 50/9.0 41

See mast table See mast table See mast table 4.2

See mast table See mast table See mast table 4.3

See mast table See mast table See mast table 4.4

h3 + 48" h3 + 48" h3 + 48" 4.5

95.123 95.123 95.123 95.123 95.123 95.123 4.7

49.8 49.8 49.8 498 498 49.8 4.8
28.6 28.6 28.6 28.6 28.6 28.6 4.12
162.71 162.71 164.68 164.68 167.80 167.80 4.19
12071 2057 122.684 122.68* 125.804 125.80* 4.20
57.01° / 56.02 57.01° / 56.02 57.01° / 56.02 57.01° /56.02 57.01° / 56.02 57.01° /56.02 4.21
2/42/5 2/42/5 2/42/6 2/42/6 2/42/6 2/42/6 4.22
Class 3 Class 3 Class3 (Class 3 Class 3 Class 3 4.23
53.1 531 531 531 531 53.1 4.24
8 8 8 8 8 8 4.31
93 93 9.3 93 9.3 9.3 4.32
182.4¢ 18245 184.25¢% 184.25° 188.20° 188.20¢ 4.33
127285 127.28% 129138 129138 140.20% 140.208 4.34
106.61 106.61 108.07 108.07 111.20 111.20 4.35

149/149 149/149 149/149 149/149 149/149 149 /149 51

104.3 /110 1043 /110 1043 /110 104.3 /110 96.0 /100 96.0/100 5.2

112 /102 112 /102 110/985 110/985 110/98.0 110/985 5.5

5684 /4910 5684,/5024 5684 /5030 5684 /5179 5684 /5097 5684 /5179 5.6

22/32 22/32 22 /2 20/32 20/30 20/30 5.8

6.0/5.2 59/5.2 6.2/5.5 6.1/5.57 6.2/55 6.1/5.5 5.9
Hydrostatic Hydrostatic Hydrostatic 5.10

D24 VW / CWTL D24 VW / CWTL D24 VW / CWTL 71

75 70 75 70 75 70 7,7)

2300 2300 2300 2300 2300 2300 7.3

4/146 6/ 220 4/146 6/ 220 4/146 6 /220 7.4
Hydrostatic Hydrostatic Hydrostatic 8.1

2465 2465 2465 2465 2465 2465 8.2

12.7 12.7 12.7 12.7 12.7 12.7 8.3

78 77 78 77 78 77 8.4

NOTICE: Products are subject to change without notice. Our products are continuously being improved, all conditions, temms, and specifications are subject to change at any time.



Downrating charts™

Reference SE tires with standard carriage and forks only.
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June 2020

H45D/T (Triple Mast) H40D/T (Triple Mast)

Extended Load Center Downrating Chart
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Capacity”

Mast Increments

394

H40D/T

2" x5" x42" Forks™*
Single SE 250-15 Drive Tires™”

SERIES 394 TECHNICAL DATA

Capacity (Ib) @ 24” Load Center**

Mast Capacity Table

394

H45D/T

2" x5" x 42" Forks™*
Single SE 300-15 Drive Tires™™

June 2020

Capacity (Ib) @ 24” Load Center**

Std.  Integral SS Hang-on SS Std.  Integral SS Hang-onSS
h1 h3 h2 Carriage* Carriage™  Carriage” h1  h3 h2 Carriage™ Carriage*  Carriage”
95.5 126.0 0.0 Simple 8000 8000 7390 97.5 126.0 0.0 Simple 9000 9000 8240
99.4 133.9 0.0 Simple 8000 8000 7390 101.4 139.9 0.0 Simple 9000 9000 8340
105.4 145.7 0.0 Simple 8000 8000 7390 107.4 145.7 0.0 Simple 9000 9000 8340
111.3 157.5 0.0 Simple 8000 8000 7390 113.3 157.5 0.0 Simple 9000 9000 8340
95.5 127.5 65.5 Dual 8000 8000 7390 97.5 127.2 61.4 Dual 9000 9000 8340
99.4 135.1 69.4 Dual 8000 8000 7390 101.4 135.1 65.5 Dual 9000 9000 8340
105.4 146.9 75.3 Dual 8000 8000 7390 107.4 146.9 71.3 Dual 9000 9000 8340
109.3 154.7 79.2 Dual 8000 8000 7390 111.3 154.7 75.2 Dual 9000 9000 8340
91.6 178.2 61.6 Triple 8000 8000 7390 93.6 178.2 57.5 Triple 9000 9000 8340
93.5 184.1 63.6 Triple 8000 8000 7390 95.6 184.1 59.5 Triple 9000 9000 8340
95.5 187.6 65.4 Triple 8000 8000 7380 97.5 187.6 61.4 Triple 9000 9000 8340
99.4 199.4 69.4 Triple 7880 7880 7220 101.4 199.4 65.5 Triple 8920 8785 8205
103.4 211.3 73.4 Triple 7585 7585 6945 105.4 211.3 69.3 Triple 8680 7905 7905

394 H50D/T 394 H50D/T 600

Mast Increments

2" X 6" x 42" Forks™
Single SE 300-15 Drive Tires™*

Capacity (Ib) @ 24" Load Center**

Mast Capacity Table

2" X 6" x 42" Forks™™
Single SE300-15 Drive Tires™”

Capacity (Ib) @ 24" Load Center**

Std. Integral SS Hang-on SS Std.  Integral SS Hang-onSS
h1 h3  h2 Carriage* Carriage* Carriage® h1 h3  h2 Carriage* Carriage* Carriage®
97.5 126.0 0.0 Simple 10000 10000 9295 93.5 1103 0 Simple 11000 11000

101.5 134.0 0.0 Simple 10000 10000 9295 101.4 126.0 0 Simple 11000 11000
107.5 146.0 0.0 Simple 10000 10000 9295 111.3 1457 0 Simple 11000 11000
113.5 157.5 0.0 Simple 10000 10000 9295
98.0 123.0 59.0 Dual 10000 10000 9295 93.5 166.3 53.5 Triple 11000 11000
101.5 135.5 65.0 Dual 10000 10000 9295 99.4 181.7 59.4 Triple 11000 10621
107.5 147.0 71.0 Dual 10000 10000 9295 105.3 199.4 65.4 Triple 10930 9136
111.5 155.0 75.0 Dual 10000 10000 9295 113.2 219.1 73.2 Triple 10200 7546
94.0 178.5 57.5 Triple 10000 10000 9295
96.0 184.5 59.5 Triple 10000 10000 9295
97.5 188.0 61.5 Triple 10000 10000 9295
101.5 199.5 65.5 Triple 10000 9245 9240
105.5 211.5 69.5 Triple 9725 8285 8285

*

For quick reference only, contact factory for detailed ratings.
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For more information on Linde Material Handling equipment

Email: trucksales.na@kiongroup.com

2450 West 5th North Street
www.kion

KION North
Phone:






