11/12/2020 Drexel-SL120-Landoll-Forklift-0717

SWINGMAST® Lift Truck

gElectric Multi-Purpose 12,000 LB. (5,443KG) Capacity

STANDARD FEAIUHES OPTIONAL FEATURES
+ Four Wheel Design, Front Wheel Drive, Rear Wheel + Type "EE" UL Construction
Steering + LED Headlights, Flashing Light, and Rear Safety Lights
+ High Visibility 3-Stage Mast + Backup Alarm
+ 72 Volt Electrical System + Fire Extinguisher
+ Safety Seat Switch and Retractable Seatbelt + Long Load Handling Deck Mount
+ Front-Wheel, Self-Adjusting Wet Disc Brakes » Lift Limit
+ Hand Actuated Parking Brake * Integral Fork Positioner
+ GE "SCR" Controls + Non-Standard Fork Lengths
« Adjustable Steering Column with Battery Discharge + Auxiliary Hydraulics

Indicator and Hour Meter .
+ Type “E” Construction
+ Hydrostatic Power Steering
+ Automatic Retumn-to-Neutral
* Locking Differential
+ Load Backrest
+ Haorizontal Tilt Indicator
+ Polyurethane Drive & Steer Tires

LANDOLL CORPORATION

www.landoll.comv/mhp S800-428-5655

“X" Groove Polyurethane Drive & Steer Tires
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TECHNICAL DATA
MODEL | | | sL120 —
Capacity Ibs/kg 12,000 / 5,443 DR— “ —l
‘oltage 72 _—
Load Center infmm 241810
Welght with Battary Ibs/kg 291007 13,199
Loaded mphikph | 5/ 8.05
Travel Spaad
Unloadad mphikph | 6/ 9.65
s Loaded (5,500 1bs2,495 kg) | fpmimpm | 30/9 SwingMast® | Electric Forklift Truck
Unloaded fom/mpm | 40/ 12
Loaded fom/mpm | B0/ 24 MAST DIMENSIONS
Lower Spead
Unloadad fprmdmpm | 35711
Mast Tilt Forward ! Backward deg 3i6
Mast Underclearanca infmm B /203
Last Load Cantar A | with Triple Mast Infmm 30/ 762
Wheel Basa B Wi 59/ 1,499 135 343 B2 2.08 42 1.07 177 450
Qverall Langth o) e 1T 2972 153 | 389 | B8 | 224 48 122 | 195 | 485
168 427 a4 238 54 1.87 210 533
Underclearance D Infmm 50127
178 452 98 2.49 58 1.47 220 559
Stap Halght E inimm 18 / 457
193 4.90 104 2.64 B4 1.63 235 597
Cab Floor Halght F | Lowast Polnt Indmim 327813
207 5.26 1o 279 70 1.78 249 6.32
Side Dack Halght G Infmm 441,118
233 592 120 3.05 BO 2.03 275 699
Overhead Guard Halght | H Indmim 91 /231
243 BT 124 316 B4 218 285 724
SIP to Battom of OHG I Infmm 40 /1,018
Above Dimensions are Based on a 8" (203mm) Mast Underclearance
Owarall Width J Infmm B9.5/ 1,765
Side Dack Width K Infmm 29737
Fork Carrlage \Width L infmm 541,372
Mast Shift ] Infmm 447/ 1,118"
Slde Reach N Infmnm 47102
Tuming Radlus a 106 f 2 682
Fark Langth 42 {1,067 !
Gradaability Loaded % 10
Tire Typa Drive ! Stear Poly / Paly
Drive Infem 22x%14x16 [ 56x36x41
Tire Sizas
Steer Infem 16.2x8x11.2 | 41x20x28
RECOMMENDED BATTERY

BATTERY DIMENSIONS AND SPECIFICATIONS

Langth
(I / mm)

72 36 765 / 55 43001950 | 4700/ 2131 | 38.38/975 | 4438/ 1127 | 2263 /575
(2)36| 18 766 | 26.6 21407971 | 2440/ 1106 | 19.31 /480 | 44.31 /1125 | 2263 /575
Max Allowable Battery Capacity per UL is 785 amp Hr (55 KWh)

Battery Connector: 72 Volt - Grean SBX 350; (2) 36 Valt - Grey SB 350

Battary Laad: 72 Volt - Posithen D", Langth 36°, Cable Skze 2/0 AWG, with 38 Volt Tap
(2) 36 Volt - Positlon “A", Length 36", Cabla Slze 20 AWG

Battery Compariment Slze: 457 x 38 75" x 22 75" (1143x1010x578mm)

“Shift with mast In ‘front’ poshtion equals 22* {559mim).
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